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Claims 

[cl] What is claimed is: 

1 . An image sensor module, comprising: 
a body; 

an image sensor arranged within the body and including a plurality of 
photosensitive units and a transparent layer for covering the photosensitive 
units, the transparent layer having an upper surface away from the 
photosensitive units; and 

a lens array arranged on the image sensor and in close contact with the upper 
surface of the transparent layer for receiving a plurality of image signals and 
focusing the image signals on the photosensitive units, wherein a depth of 
focus of the lens array equals to a distance between the upper surface of the 
transparent layer and the photosensitive units. 

[c2] 2. The image sensor module according to claim 1 , further comprising a cover 

glass layer located above the lens array for covering the lens array. 

[c3] 3. The image sensor module according to claim 1 , wherein the photosensitive 

units include red, green, and blue photosensitive units. 

[c4] 

4. A film scanner for scanning a film, the film scanner comprising: 
an image sensor module comprising: 
a body; 

an image sensor arranged within the body and including a plurality of 
photosensitive units and a transparent layer for covering the photosensitive 
units, the transparent layer having an upper surface away from the 
photosensitive units; and 

a lens array arranged on the image sensor and in close contact with the upper 

surface of the transparent layer for receiving a plurality of image signals and 

focusing the image signals on the photosensitive units, wherein a depth of 

focus of the lens array equals to a distance between the upper surface of the 

transparent layer and the photosensitive units; 

a film passageway located above the image sensor module; and 

a light source located above the film passageway for illuminating the film in the 
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film passageway to generate the image signals. 

[ C 5] 5. The film scanner according to claim 4, wherein the image sensor module 

further comprises: 

a cover glass layer located above the lens array for covering the lens array. 

[ C 6] 6. The film scanner according to claim 4, wherein the photosensitive units 

include red, green, and blue photosensitive units. 

[c7] 7. The film scanner according to claim 4, further comprising: 

a driving mechanism for driving the film to pass through the film passageway. 

[c8] 8. The film scanner according to claim 4, further comprising: 

a moving mechanism for moving the image sensor module to scan the film. 

[c9] 9. The film scanner according to claim 4, further comprising: 

a film holder for holding the film; and 

a driving mechanism for driving the film holder to pass through the film 
passageway. 
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